
DETAILS ARE TO BE SUBMITTED TO

PROCEEDING WITH FABRICATION.
THIS OFFICE FOR APPROVAL BEFORE

SHOWN ON THESE DRAWINGS.  SHOP
DIMENSIONS AND CONDITIONS 
OF ANY VARIATIONS FROM THE 
THIS OFFICE MUST BE NOTIFIED OF 
AND CONDITIONS ON THE JOB, AND 
BE RESPONSIBLE FOR ALL DIMENSIONS
CONTRACTOR SHALL VERIFY AND
OVER SCALED DIMENSIONS.  
DRAWINGS SHALL HAVE PRECEDENCE
WRITTEN DIMENSIONS ON THESE

Drawn By:
Checked By:

Date:   

Date            Revision

Drawing No.:

Title:

Scale:
Project #:   

WRITTEN PERMISSION IS GIVEN
OR ANY OTHER PROJECT UNLESS
ARE NOT TO BE USED ON THIS
REMAIN HIS PROPERTY.  THEY
THE ARCHITECT ARE AND SHALL
COPIES THEREOF FURNISHED BY
DRAWING SPECIFICATIONS AND
ALL RIGHTS RESERVED.    ALL

Location : 

Seal: 

BY MICHAEL ZENREICH, AIA.

As Noted

13 BLEECKER STREET
NEW YORK, NY 10012

2013-97

09.27.2016

Tel.  (212) 242-7440

M I C H A E L    Z E N R E I C H ,  PC
A   R   C   H   I   T   E   C   T   
149  West  36 th  Street, 7th Floor
New York, N.Y.     10018

LPC-103.00

DG
MR

LPC Photographs

10  of  10

13 Bleecker Street - Roof Photgraph

13 Bleecker Street - Roof Photgraph

13 Bleecker Street - Rear Facade

13 Bleecker Street - Rear Facade



DETAILS ARE TO BE SUBMITTED TO

PROCEEDING WITH FABRICATION.
THIS OFFICE FOR APPROVAL BEFORE

SHOWN ON THESE DRAWINGS.  SHOP
DIMENSIONS AND CONDITIONS 
OF ANY VARIATIONS FROM THE 
THIS OFFICE MUST BE NOTIFIED OF 
AND CONDITIONS ON THE JOB, AND 
BE RESPONSIBLE FOR ALL DIMENSIONS
CONTRACTOR SHALL VERIFY AND
OVER SCALED DIMENSIONS.  
DRAWINGS SHALL HAVE PRECEDENCE
WRITTEN DIMENSIONS ON THESE

Drawn By:
Checked By:

Date:   

Date            Revision

Drawing No.:

Title:

Scale:
Project #:   

WRITTEN PERMISSION IS GIVEN
OR ANY OTHER PROJECT UNLESS
ARE NOT TO BE USED ON THIS
REMAIN HIS PROPERTY.  THEY
THE ARCHITECT ARE AND SHALL
COPIES THEREOF FURNISHED BY
DRAWING SPECIFICATIONS AND
ALL RIGHTS RESERVED.    ALL

Location : 

Seal: 

BY MICHAEL ZENREICH, AIA.

As Noted

13 BLEECKER STREET
NEW YORK, NY 10012

2013-97

09.27.2016

Tel.  (212) 242-7440

M I C H A E L    Z E N R E I C H ,  PC
A   R   C   H   I   T   E   C   T   
149  West  36 th  Street, 7th Floor
New York, N.Y.     10018

LPC-102.00

DG
MR

LPC Photographs

10  of  10

13 Bleecker Street - Tax Photograph

13 Bleecker Street - Current Photograph



DETAILS ARE TO BE SUBMITTED TO

PROCEEDING WITH FABRICATION.
THIS OFFICE FOR APPROVAL BEFORE

SHOWN ON THESE DRAWINGS.  SHOP
DIMENSIONS AND CONDITIONS 
OF ANY VARIATIONS FROM THE 
THIS OFFICE MUST BE NOTIFIED OF 
AND CONDITIONS ON THE JOB, AND 
BE RESPONSIBLE FOR ALL DIMENSIONS
CONTRACTOR SHALL VERIFY AND
OVER SCALED DIMENSIONS.  
DRAWINGS SHALL HAVE PRECEDENCE
WRITTEN DIMENSIONS ON THESE

Drawn By:
Checked By:

Date:   

Date            Revision

Drawing No.:

Title:

Scale:
Project #:   

WRITTEN PERMISSION IS GIVEN
OR ANY OTHER PROJECT UNLESS
ARE NOT TO BE USED ON THIS
REMAIN HIS PROPERTY.  THEY
THE ARCHITECT ARE AND SHALL
COPIES THEREOF FURNISHED BY
DRAWING SPECIFICATIONS AND
ALL RIGHTS RESERVED.    ALL

Location : 

Seal: 

BY MICHAEL ZENREICH, AIA.

As Noted

13 BLEECKER STREET
NEW YORK, NY 10012

2013-97

09.27.2016

Tel.  (212) 242-7440

M I C H A E L    Z E N R E I C H ,  PC
A   R   C   H   I   T   E   C   T   
149  West  36 th  Street, 7th Floor
New York, N.Y.     10018

LPC-101.00

DG
MR

LPC Photographs

10  of  10

13 Bleecker Street
  New York, N.Y.

Bleecker Street

Bond Street

Bow
ery

13 Bleecker Street
  New York, N.Y.

13 Bleecker Street
  New York, N.Y.



MATERIALPRODUCTTRADENAMEMODELNUMBER

UP

W/D

UP

UP

PROPERTY LINE

REMOVE WINDOWS &
PARTITIONS

REMOVE EXISTING ENTRY
DOOR

REMOVE DOORS &
PARTITIONS

REMOVE STAIRS

REMOVE DOORS &
PARTITIONS

REMOVE WINDOWS &
PARTITIONS

EXISTING METERS &
ELECTRICAL PANELS TO
REMAIN

LIVING ROOM

HALLWAY

FAMILY ROOM

REMOVE DOORS &
PARTITIONS

REMOVE STAIRS

REMOVE DOORS &
PARTITIONS

RELOCATE
WASHER/DRYER

RELOCATE TOILET

RELOCATE LAV.

EXISTING DOOR TO
BE REMOVED

REMOVE DOOR &
PARTITIONS

REMOVE SINK, CAP
BACK TO RISER

REMOVE BOILER

EXISTING REAR FACADE
TO BE REMOVED

EXISTING WINDOWS
TO BE REMOVED

REMOVE STAIRS

36'-5 3/4"

1'-0"34'-5 3/4"1'-0" 26'-9"

63'-3"

22
'-6

"

22
'-6

"

EXISTING REAR YARD

1'-0" 5'-10" 6'-3" 7'-11" 3'-0" 10'-8 5/8" 1'-0" 25'-10"

EN
TR

Y
EXISTING CELLAR

FLOOR TO BE
EXCAVATED. NEW

FINISH FLOOR TO BE
-7'-0" FROM
SIDEWALK

CL. POWDER
ROOM

REMOVE EXISTING SUBFLOORS,
FINISHED FLOOR, JOISTS AND
GIRDERS AS REQUIRED FOR NEW
ELEVATOR PIT

15'-10 3/8" 4'-9"

4'
-2

"

MATERIALPRODUCTTRADENAMEMODELNUMBER

MODELNUMBERTRADENAMEPRODUCTMATERIAL

I

UP

DN

PROPERTY LINE

PLATFORM,
23" AFF

EN
TR

Y

ENTRY

EN
TR

Y

REMOVE FRONT FACADE
& WINDOWS

REMOVE PLATFORM

REMOVE EXISTING ENTRY
DOOR

REMOVE STAIRS

REMOVE DOORS &
PARTITIONS

REMOVE STAIRS

EXISTING ELECTRICAL
PANEL TO BE RELOCATED

REMOVE DOORS &
PARTITIONS

REMOVE CLOSET DOOR &
PARTITIONS

RELOCATE GAS RANGE

RELOCATE SINK
REMOVE REAR FACADE &
WINDOWS. PROVIDE
SHORING AS REQUIRED

REMOVE DOORS &
PARTITIONS

REMOVE DOOR

RELOCATE REFRIGERATOR

RELOCATE LAVATORY

REMOVE BOILER. CAP
PIPES BACK TO RISER

REMOVE TUB

RELOCATE TOILET

1'-0" 1'-0"

36'-5 3/4"

26'-9"

22
'-6

"

34'-5 3/4"

63'-3"

BEDROOM

3'-9" 1'-0" 25'-10"

BATHROOM

22
'-6

"

KITCHEN

LIVING ROOM

3'-2 1/2" 4'-8" 5'-5 1/2" 7'-8 1/4"8'-6 1/2"

BL
EE

C
KE

R 
ST

RE
ET

EXISTING FLOORS TO
BE REMOVED. DOWN
TO SUB FLOORS TO

REMAIN (TYP.)

CL.

CL.

EXISTING WALLS TO REMAIN

TO BE DEMOLISHED

SYMBOLS LEGEND

1'-0"

UP AREA TO BE REMOVED

REMOVE EXISTING SUBFLOORS,
FINISHED FLOOR, JOISTS AND

GIRDERS AS REQUIRED FOR NEW
ELEVATOR PIT

15'-10 3/8" 4'-9"

4'
-2

"

DETAILS ARE TO BE SUBMITTED TO

PROCEEDING WITH FABRICATION.
THIS OFFICE FOR APPROVAL BEFORE

SHOWN ON THESE DRAWINGS.  SHOP
DIMENSIONS AND CONDITIONS 
OF ANY VARIATIONS FROM THE 
THIS OFFICE MUST BE NOTIFIED OF 
AND CONDITIONS ON THE JOB, AND 
BE RESPONSIBLE FOR ALL DIMENSIONS
CONTRACTOR SHALL VERIFY AND
OVER SCALED DIMENSIONS.  
DRAWINGS SHALL HAVE PRECEDENCE
WRITTEN DIMENSIONS ON THESE

Drawn By:
Checked By:

Date:   

Date            Revision

Drawing No.:

Title:

Scale:
Project #:   

WRITTEN PERMISSION IS GIVEN
OR ANY OTHER PROJECT UNLESS
ARE NOT TO BE USED ON THIS
REMAIN HIS PROPERTY.  THEY
THE ARCHITECT ARE AND SHALL
COPIES THEREOF FURNISHED BY
DRAWING SPECIFICATIONS AND
ALL RIGHTS RESERVED.    ALL

Location : 

Seal: 

BY MICHAEL ZENREICH, AIA.

As Noted

13 BLEECKER STREET
NEW YORK, NY 10012

2013-97

03.09.2017

Tel.  (212) 242-7440

M I C H A E L    Z E N R E I C H ,  PC
A   R   C   H   I   T   E   C   T   
149  West  36 th  Street, 7th Floor
New York, N.Y.     10018

DM-101.00

DG
MR

CELLAR & FIRST FLOOR
DEMOLITION PLANS

1 SCALE: 3/8" = 1'-0"

CELLAR - DEMOLITION PLAN

2 SCALE: 3/8" = 1'-0"

FIRST FLOOR - DEMOLITION PLAN

2  of  11



I

PROPERTY LINEPROPERTY LINE

DN

BEDROOM

UP

LIVING ROOM

KITCHEN

EXISTING DOUBLE HUNG
WINDOW TO BE REPLACED IN
EXISTING MASONRY OPENING

(TO MATCH EXISTING, TYP.)

EXISTING DOUBLE HUNG
WINDOW TO BE REPLACED IN
EXISTING MASONRY OPENING

(TO MATCH EXISTING, TYP.)

EXISTING DOUBLE HUNG
WINDOW TO BE REPLACED IN
EXISTING MASONRY OPENING

(TO MATCH EXISTING, TYP.)

REMOVE DOORS &
PARTITIONS

REMOVE WINDOW

REMOVE STAIR

EXISTING FIREPLACE
TO REMAIN

EXISTING STAIR TO REMAIN

REMOVE RAILING &
PARTITION

REMOVE COUNTERTOPS

REMOVE GAS RANGE

REMOVE SINK

REMOVE PARTITIONS

EXISTING DOUBLE HUNG WINDOW TO
BE REPLACED IN EXISTING OPENING (TYP.)

REMOVE BALCONY & DOOR

REMOVE PARTITION & COUNTERTOPS

26'-9"

22
'-6

"

12'-8 3/8"

22
'-6

"

63'-3"

25'-10"

36'-5 3/4"

8'-6 3/8"13'-3"

EXISTING FLOORS TO
BE REMOVED. DOWN
TO SUB FLOORS TO

REMAIN (TYP.)

EXISTING DOUBLE HUNG WINDOW TO
BE REPLACED IN EXISITNG OPENING (TYP.)

3'
-9

 1
/2

"
2'

-1
0 

1/
2"

3'
-9

 1
/2

"
2'

-1
0 

1/
2"

2'
-1

0 
1/

2"
2'

-3
 1

/2
"

4'
-0

"

EXISTING FIRE ESCAPE TO BE
REMOVED (TYP.)

REMOVE EXISTING SUBFLOORS,
FINISHED FLOOR, JOISTS AND
GIRDERS AS REQUIRED FOR NEW
ELEVATOR PIT

15'-10 3/8" 4'-9"

4'
-2

"

PROPERTY LINE

DN

EXISTING DOUBLE HUNG
WINDOW TO BE REPLACED IN
EXISTING MASONRY OPENING

(TO MATCH EXISTING, TYP.)

EXISTING DOUBLE HUNG
WINDOW TO BE REPLACED IN
EXISTING MASONRY OPENING

(TO MATCH EXISTING, TYP.)

EXISTING DOUBLE HUNG
WINDOW TO BE REPLACED IN
EXISTING MASONRY OPENING

(TO MATCH EXISTING, TYP.) EXISTING FLOORS TO
BE REMOVED. DOWN
TO SUB FLOORS TO

REMAIN (TYP.)

EXISTING DOUBLE HUNG WINDOW TO BE
REPLACED IN EXISTING OPENING (TYP.)

EXISTING DOUBLE HUNG WINDOW TO
BE REPLACED IN EXISTING OPENING (TYP.)

EXISTING DOUBLE HUNG WINDOW TO BE
REPLACED IN EXISTING OPENING (TYP.)REMOVE DOORS & PARTITIONS

RELOCATE TOILET

RELOCATE LAVATORY

REPLACE TUB

REMOVE DOORS & PARTITIONS

EXISTING FIREPLACE TO REMAIN

BEDROOM

REMOVE CLOSET DOORS &
PARTITIONS

REMOVE PARTITIONS

BEDROOM

EXISTING STAIR TO REMAIN

REMOVE DOORS & PARTITIONS

RELOCATE LAVATORY

REMOVE DOORS & PARTITIONS

RELOCATE TOILET

BEDROOM

POWDER
ROOM

BATHROOM

CL.

CL.

63'-3"

36'-5 3/4" 26'-9"

22
'-6

"

22
'-6

"

10'-8 1/2" 7'-7 3/4" 3'-0 1/2" 7'-0 1/4" 5'-7 3/4"

2'-4 1/4"

3'
-2

 1
/2

"
3'

-0
 3

/4
"

3'
-6

 1
/2

"
3'

-0
 1

/2
"

4'
-4

"
3'

-1
 1

/4
"

2'
-2

 1
/2

"

25'-10"

EXISTING WALLS TO REMAIN

TO BE DEMOLISHED

SYMBOLS LEGEND

EXISTING FIRE ESCAPE TO BE
REMOVED (TYP.)

REMOVE EXISTING SKYLIGHT

AREA TO BE REMOVED

REMOVE EXISTING
SUBFLOORS, FINISHED
FLOOR, JOISTS AND GIRDERS
AS REQUIRED FOR NEW
ELEVATOR PIT

15'-10 3/8" 4'-9"

4'
-2

"

DETAILS ARE TO BE SUBMITTED TO

PROCEEDING WITH FABRICATION.
THIS OFFICE FOR APPROVAL BEFORE

SHOWN ON THESE DRAWINGS.  SHOP
DIMENSIONS AND CONDITIONS 
OF ANY VARIATIONS FROM THE 
THIS OFFICE MUST BE NOTIFIED OF 
AND CONDITIONS ON THE JOB, AND 
BE RESPONSIBLE FOR ALL DIMENSIONS
CONTRACTOR SHALL VERIFY AND
OVER SCALED DIMENSIONS.  
DRAWINGS SHALL HAVE PRECEDENCE
WRITTEN DIMENSIONS ON THESE

Drawn By:
Checked By:

Date:   

Date            Revision

Drawing No.:

Title:

Scale:
Project #:   

WRITTEN PERMISSION IS GIVEN
OR ANY OTHER PROJECT UNLESS
ARE NOT TO BE USED ON THIS
REMAIN HIS PROPERTY.  THEY
THE ARCHITECT ARE AND SHALL
COPIES THEREOF FURNISHED BY
DRAWING SPECIFICATIONS AND
ALL RIGHTS RESERVED.    ALL

Location : 

Seal: 

BY MICHAEL ZENREICH, AIA.

As Noted

13 BLEECKER STREET
NEW YORK, NY 10012

2013-97

03.09.2017

Tel.  (212) 242-7440

M I C H A E L    Z E N R E I C H ,  PC
A   R   C   H   I   T   E   C   T   
149  West  36 th  Street, 7th Floor
New York, N.Y.     10018

DM-102.00

DG
MR

SECOND & THIRD FLOOR
DEMOLITION PLANS

1 SCALE: 3/8" = 1'-0"

SECOND FLOOR - DEMOLITION PLAN

2 SCALE: 3/8" = 1'-0"

THIRD FLOOR - DEMOLITION PLAN

3  of  11



5'
-0

"

EX
TE

N
T 

O
F 

M
A

SO
N

RY
 F

A
C

AD
E 

TO
 B

E 
RE

M
O

V
ED

EX
TE

N
T 

O
F 

M
A

SO
N

RY
 F

AC
A

D
E 

TO
 R

EM
AI

N

FIN. THIRD FLOOR

T.O. EXISTING CORNICE

FIN. FIRST FLOOR
+4'-2" +/-

FIN. SECOND FLOOR
+14'-3" +/-

+25'-3" +/-

+35'-0" +/-

T.O. EXISTING ROOF
+39'-0" +/-

T.O. SIDEWALK
0'-0"

PL PL

- 5'-0"
EXISTING FIN. CELLAR

4'
-2

"
10

'-1
"

11
'-0

"
9'

-9
"

4'
-0

"

40
'-0

"

EXISTING CORNICE TO BE SCRAPED,
PATCHED AND REPAIRED

EXISTING ROOF TO REMAIN

EXISTING HEADERS & SILLS TO
REMAIN

EXISTING DOUBLE HUNG
WINDOWS TO BE REPLACED (TYP.)

EXISTING FIRE ESCAPE TO BE
REMOVED (TYP.)

PORTION OF FRONT FACADE TO BE
DEMOLISHED. ALL WINDOWS & DOORS
TO BE REMOVED. MASONRY WALL TO
BE DEMOLISHED & TEMPORARY
SHORING TO BE PROVIDED

EXISTING STAIR TO CELLAR TO BE
REMOVED & AREA TO BE INFILLED

ADJACENT BUILDING

ADJACENT BUILDING

EX
TE

N
T 

O
F 

M
AS

O
N

RY
 F

A
C

AD
E 

TO
 B

E 
RE

M
O

VE
D

EX
TE

N
T 

O
F 

M
AS

O
N

RY
 F

AC
A

D
E 

TO
 R

EM
AI

N

5'
-0

"
4'

-2
"

10
'-1

"
11

'-0
"

9'
-9

"
4'

-0
"

40
'-0

"

PL PL

EXISTING WINDOWS TO BE
REMOVED (TYP.)

EXISTING HEADERS & SILLS
TO BE REMOVED (TYP.)

EXISTING GLASS BALCONY
DOOR TO BE REMOVED

EXISTING WROUGHT IRON
BALCONY & RAILING TO BE

REMOVED

EXISTING WINDOWS TO BE
REMOVED (TYP.)

EXISTING HEADERS & SILLS
TO BE REMOVED (TYP.)

EXISTING STEEL LINTEL TO BE
REMOVED

EXISTING FIRE RATED METAL TO
REAR YARD TO BE REMOVED

EXISTING ROOF TO REMAIN

DETAILS ARE TO BE SUBMITTED TO

PROCEEDING WITH FABRICATION.
THIS OFFICE FOR APPROVAL BEFORE

SHOWN ON THESE DRAWINGS.  SHOP
DIMENSIONS AND CONDITIONS 
OF ANY VARIATIONS FROM THE 
THIS OFFICE MUST BE NOTIFIED OF 
AND CONDITIONS ON THE JOB, AND 
BE RESPONSIBLE FOR ALL DIMENSIONS
CONTRACTOR SHALL VERIFY AND
OVER SCALED DIMENSIONS.  
DRAWINGS SHALL HAVE PRECEDENCE
WRITTEN DIMENSIONS ON THESE

Drawn By:
Checked By:

Date:   

Date            Revision

Drawing No.:

Title:

Scale:
Project #:   

WRITTEN PERMISSION IS GIVEN
OR ANY OTHER PROJECT UNLESS
ARE NOT TO BE USED ON THIS
REMAIN HIS PROPERTY.  THEY
THE ARCHITECT ARE AND SHALL
COPIES THEREOF FURNISHED BY
DRAWING SPECIFICATIONS AND
ALL RIGHTS RESERVED.    ALL

Location : 

Seal: 

BY MICHAEL ZENREICH, AIA.

As Noted

13 BLEECKER STREET
NEW YORK, NY 10012

2013-97

03.09.2017

Tel.  (212) 242-7440

M I C H A E L    Z E N R E I C H ,  PC
A   R   C   H   I   T   E   C   T   
149  West  36 th  Street, 7th Floor
New York, N.Y.     10018

DM-201.00

DG
MR

DEMOLITION
 ELEVATIONS

2 SCALE: 3/8" = 1'-0"

DEMOLITION - REAR ELEVATION1 SCALE: 3/8" = 1'-0"

DEMOLITION - FRONT ELEVATION

4  of  11



1

2

3

4

5

6

7

8

9

10

11

12

13

14

1

2

3

4

8

9

11

10

12

14

13

15

16

17

5

6

7

FIN. THIRD FLOOR

T.O. EXISTING CORNICE

FIN. FIRST FLOOR
+4'-2" +/-

FIN. SECOND FLOOR
+14'-3" +/-

+25'-3" +/-

+35'-0" +/-

T.O. EXISTING ROOF
+39'-0" +/-

T.O. SIDEWALK
0'-0"

- 5'-0"
EXISTING FIN. CELLAR

5

6

4

3

2

1

1

2

3

4

5

6

7

8

9

10

11

12

13

14

5'
-0

"
4'

-2
"

10
'-1

"
11

'-0
"

9'
-9

"
4'

-0
"

39
'-0

"

PLPL

5

6

4

3

2

1

ADJACENT BUILDING

REMOVE EXISTING FIRE ESCAPE

EXISTING ROOF TO REMAIN

EXISTING CORNICE TO REMAIN

REPLACE WINDOWS IN EXISTING
MASONRY OPENING (TYP.)

RELOCATE TOILET

REMOVE DOOR, WINDOWS, & FRONT FACADE.
PROVIDE SHORING AS REQUIRED (REFER TO
DEMOLITION ELEVATIONS DWG DM-201.00)

REMOVE PLATFORM

EXISTING STAIRS TO BE REMOVED

REMOVE DOORS & PARTITIONS

MASONRY WALL TO BE REMAIN

REMOVE DOORS & PARTITIONS

EXISTING CELLAR FLOOR
TO BE EXCAVATED. NEW
FINISH FLOOR TO BE -7'-0"
FROM SIDEWALK

EXISTING FLOORS TO
BE REMOVED. DOWN

TO SUB FLOORS TO
REMAIN (TYP.)

EXISTING FLOORS TO
BE REMOVED. DOWN
TO SUB FLOORS TO
REMAIN (TYP.)

REMOVE DOORS & PARTITIONS

EXISTING STAIRS TO REMAIN

RELOCATE LAVATORY

REMOVE DOOR

RELOCATE TOILET

REMOVE PARTITIONS

EXISTING REAR WINDOWS TO BE REPLACED IN
NEW OPENING (TYP. 2ND & 3RD FLOOR)

REMOVE PARTITION

REMOVE DOORS
& PARTITIONS

REMOVE BALCONY & DOOR

REMOVE DOOR, WINDOWS, & MASONRY WALL.
PROVIDE SHORING AS REQUIRED (REFER TO
DEMOLITION ELEVATIONS DWG DM-201.00)

RELOCATE LAVATORY

EXISTING STAIRS TO BE REMOVED

REMOVE DOORS & PARTITIONSEXISTING FLOORS TO
BE REMOVED. DOWN

TO SUB FLOORS TO
REMAIN (TYP.)

REMOVE DOOR
& PARTITION

REMOVE DOORS & PARTITIONS

RELOCATE TOILET

RELOCATE LAVATORY

EXISTING STAIRS
TO BE REMOVED

REMOVE PARTITION

PORTION OF REAR YARD TO BE EXCAVATED

REMOVE STAIRS

BLEECKER STREET

EXTENT OF EXISTING BUILDING 36'-5 3/4" EXTENT OF EXISTING REAR YARD 26'-9"

19
'-3

"

15
'-0

"

EXISTING WALLS TO REMAIN

TO BE DEMOLISHED

SYMBOLS LEGEND

EXISTING AREA TO BE REMOVED

3'
-0

"

5'-9"

3'
-0

"

DETAILS ARE TO BE SUBMITTED TO

PROCEEDING WITH FABRICATION.
THIS OFFICE FOR APPROVAL BEFORE

SHOWN ON THESE DRAWINGS.  SHOP
DIMENSIONS AND CONDITIONS 
OF ANY VARIATIONS FROM THE 
THIS OFFICE MUST BE NOTIFIED OF 
AND CONDITIONS ON THE JOB, AND 
BE RESPONSIBLE FOR ALL DIMENSIONS
CONTRACTOR SHALL VERIFY AND
OVER SCALED DIMENSIONS.  
DRAWINGS SHALL HAVE PRECEDENCE
WRITTEN DIMENSIONS ON THESE

Drawn By:
Checked By:

Date:   

Date            Revision

Drawing No.:

Title:

Scale:
Project #:   

WRITTEN PERMISSION IS GIVEN
OR ANY OTHER PROJECT UNLESS
ARE NOT TO BE USED ON THIS
REMAIN HIS PROPERTY.  THEY
THE ARCHITECT ARE AND SHALL
COPIES THEREOF FURNISHED BY
DRAWING SPECIFICATIONS AND
ALL RIGHTS RESERVED.    ALL

Location : 

Seal: 

BY MICHAEL ZENREICH, AIA.

As Noted

13 BLEECKER STREET
NEW YORK, NY 10012

2013-97

03.09.2017

Tel.  (212) 242-7440

M I C H A E L    Z E N R E I C H ,  PC
A   R   C   H   I   T   E   C   T   
149  West  36 th  Street, 7th Floor
New York, N.Y.     10018

DM-401.00

DG
MR

DEMOLITION
 BUILDING SECTION

1 SCALE: 1/4" = 1'-0"

DEMOLITION - BUILDING SECTION

5  of  11

ESTCODE

ESTCODE



UP

UP

PROPERTY LINE

21 3 4 5 76

21 53 4 6 7 8

UP

63'-3"

26'-9"36'-5 3/4"

3'
-0

"

7'
-6

"

ADJACENT BUILDING

001

CELLAR

8'-0"
A/1/A

BATHROOM #1

- RELOCATED TOILET
- RELOCATED LAVATORY
- NEW SHOWER
- NEW WALL & FLOOR TILES
- NEW DROPPED CEILING
- NEW 50 CFM MH FAN

003
8'-0"

A/1/A

002

MECHANICAL
ROOM

8'-0"

REAR PATIO REAR YARD/GARDEN

A/1/A

9 10 11

2 31

4

001002 004

005EXISTING ELECTRICAL
PANEL/GAS METERS TO

REMAIN

NEW 8" CMU 5'-9" HIGH
RETAINING WALL

NEW DOOR

NEW DOOR

NEW DOOR

NEW DOOR

8"

6'-8"

20'-9"5'-4"1'-0"14'-4 7/8"11'-2"

22
'-6

"

3'
-0

"
5"

11
'-1

"

22
'-6

"

5"

4'-6"

1'-0"

5"5"7'-10"

5"
3'

-0
"

6'
-9

"

3'
-5

"
2'

-1
1"

8"
3'

-0
"

8"

3'
-1

0"

3'-8" 7'-1"

4'
-8

"

1'-6"

8"

1'
-6

"
15

'-1
1 

1/
4"

3'
-4

 3
/4

"

19
'-6

"

6'
-6

"

3'
-0

"
3'

-4
"

1'-0"

11" 2'-10"

27'-10"

6'
-4

"

34'-5 3/4"

1'
-6

"

3'-4"

1'-0"

16
'-3

 1
/2

"

10" 3'-0" 15'-6 1/2"

8"
21

'-2
"

8"8"

5'-2"

8"

8"

25'-10 1/4"

63 8"

1

2

1A

1

1A

1 1A

1A

X

29

5

6

7

8

9

ELEVATOR 99

5 1/2"4'-9"5 1/2"3'-2 7/8"

4'
-7

 1
/2

"

5'-8"

NEW 8" CMU 5'-9" HIGH
RETAINING WALL

T.O. GARDEN
-1'-3"

NEW FIN. CELLAR
-7'-0"

S/C

NEW HARD WIRED SMOKE/CARBON
MONOXIDE DETECTOR

2A

1A
2'-10"

3'
-5

"
3'

-1
"

W/D

003

11"3'-7'

1

1

1
A-402

1
A-401

6'-0" 8'-2"

2'-10" 3'-0 7/8"

1A

1
7'-11" 6 5/8"1'-8 1/2" 5"

REF

DN

EN
TR

Y

UP

UP

43 5 7

1 6

21 6

52 43

9 10 12 13 1411 15

87

2 431 65 7 8

DN

36'-5 3/4"

63'-3"

BL
EE

C
KE

R 
ST

RE
ET

PROPERTY LINE

ADJACENT BUILDING

KITCHEN
004

A/1/A
9'-1"

BALCONY

- RELOCATED SINK
- RELOCATED
  REFRIGERATOR
- RELOCATED GAS RANGE
- NEW WALL TILE
- NEW CABINETS
- NEW WOOD FLOOR

BICYCLE STORAGE

9'-1"
006

A/1/A

POWDER ROOM
005
9'-1"

A/1/A

2 31

9 1110

16 17 18

DN

10

9 10

5"

8"

NEW DOOR

101

102

103 104

105

RELOCATED TOILET

RELOCATED LAVATORY

NEW DOOR

NEW RAILING

NEW BALCONY
DOORS

NEW SOLID WOOD
ENTRY DOOR

NEW STEEL COLUMN

NEW CURTAIN WALL

LINE OF NEW STEEL
BEAM

NEW STEEL COLUMN

NEW SOLID WOOD
ENTRY DOOR

RELOCATED METERS

RELOCATED
ELECTRICAL PANELS

NEW 8" CMU 10' HIGH
WALL AT GARDEN LEVEL

AT YARD PERIMETER

17'-9"3'-0"6'-0"

26'-9"

1'-0"5"7'-6"

8'-5"

11'-7"

1'-2"

11
'-3

"
1'

-6
"

9'
-9

"

3'-0"6'-0"1'-0"7'-8 1/4"6'-6"5"6'-8 1/2"5"4'-2 1/8"7'-6"

3'-0" 5'-4"

9'-0"

12'-10"12'-4"

5"
8"

2'
-6

"
3"

3'
-0

"

22
'-6

"

16'-2 1/4"1'-6"

1'
-6

"

7"
3'

-0
"

1'
-4

"
7"

3'
-0

"
12

'-8
"

1'
-4

"

6'
-0

"
10

'-1
0 

1/
2"

2'
-7

 1
/2

"

2'-0"

3'-0"

1'-0"

8"

1'-6"

11
"

1'-0"

6"
2'

-0
"

3'
-5

"

1'
-6

"

3'-4"

5"

4'
-1

1"

3'
-3

 1
/2

"

4'
-1

1"

6'
-0

"
3'

-0
"

12
'-3

 1
/2

"

3'
-0

"
2'

-7
 1

/2
"

6'
-1

0"

71 2"
2'

-1
 1

/2
"

3'
-5

"

9'-3 1/2"

34'-5 3/4"

22
'-6

"

21
'-2

"
8"

8"

3'
-0

"

1

2

1

1

1

2A 2

1A

1 1A

29

EXISTING CONDITIONS

1'-0"

1'-0"

SYMBOLS LEGEND

NEW PARTITION;
(SEE CONSTRUCTION DETAILS)

NEW HARD WIRED SMOKE/CARBON
MONOXIDE DETECTOR

S/C

ELECTRICAL PANEL

#
PARTITION TYPE;
(SEE CONSTRUCTION DETAILS)

### DOOR TYPE

DW

4

5

6

7

8

9

11

12

13

14

15

16

17

18

ELEVATOR

14'-4 7/8"5 1/2"4'-9"5 1/2"2'-9 7/8"

4'
-7

 1
/2

"

14'-4 7/8"

REAR YARD/GARDEN

NEW FIN. CELLAR
-7'-0"

T.O. GARDEN
-1'-3"

FIN. FIRST FLOOR
+ 4'-2" +/-

T.O. SIDEWALK
0'-0"

KITCHEN/DINING

9'-1"
004

A/1/A

NEW STAIR DOWN
TO CELLAR

S/C

NEW HARD WIRED SMOKE/CARBON
MONOXIDE DETECTOR

EN
TR

Y

99

5'-8"

1
A-402

1
A-401

DETAILS ARE TO BE SUBMITTED TO

PROCEEDING WITH FABRICATION.
THIS OFFICE FOR APPROVAL BEFORE

SHOWN ON THESE DRAWINGS.  SHOP
DIMENSIONS AND CONDITIONS 
OF ANY VARIATIONS FROM THE 
THIS OFFICE MUST BE NOTIFIED OF 
AND CONDITIONS ON THE JOB, AND 
BE RESPONSIBLE FOR ALL DIMENSIONS
CONTRACTOR SHALL VERIFY AND
OVER SCALED DIMENSIONS.  
DRAWINGS SHALL HAVE PRECEDENCE
WRITTEN DIMENSIONS ON THESE

Drawn By:
Checked By:

Date:   

Date            Revision

Drawing No.:

Title:

Scale:
Project #:   

WRITTEN PERMISSION IS GIVEN
OR ANY OTHER PROJECT UNLESS
ARE NOT TO BE USED ON THIS
REMAIN HIS PROPERTY.  THEY
THE ARCHITECT ARE AND SHALL
COPIES THEREOF FURNISHED BY
DRAWING SPECIFICATIONS AND
ALL RIGHTS RESERVED.    ALL

Location : 

Seal: 

BY MICHAEL ZENREICH, AIA.

As Noted

13 BLEECKER STREET
NEW YORK, NY 10012

2013-97

03.09.2017

Tel.  (212) 242-7440

M I C H A E L    Z E N R E I C H ,  PC
A   R   C   H   I   T   E   C   T   
149  West  36 th  Street, 7th Floor
New York, N.Y.     10018

A-101.00

DG
MR

CELLAR & FIRST FLOOR
CONSTRUCTION PLANS

1 SCALE: 3/8" = 1'-0"

CELLAR - CONSTRUCTION PLAN

2 SCALE: 3/8" = 1'-0"

FIRST FLOOR - CONSTRUCTION PLAN

6  of  11



DN

UP

6 8 1131 4 5 1572 109 12 1413 16

PROPERTY LINE

ADJACENT BUILDING

3'
-9

 1
/2

"
3'

-9
 1

/2
"

4'
-7

 1
/2

"

HOME OFFICE

009

LIVING / DINING
007

10'-0"
A/1/A

008
10'-0"

OFFICE
CLOSET

A/1/A

A/1/A
10'-0"

2'-1 1/2"

36'-5 3/4"

AREA: 67.6 SQ FT
LIGHT 18.3 SQ FT > 6.8 - 10% REQ.

AIR: 9.1 SQ FT > 3.4 - 5% REQ.
COMPLIES

AREA: 568.5 SQ FT
LIGHT 91.7 SQ FT > 56.8 - 10% REQ.

AIR: 45.8 SQ FT > 28.4 - 5% REQ.
COMPLIES

201

202

EXISTING FIREPLACE
TO REMAIN

REPLACED DOUBLE HUNG
WINDOW  IN EXISTING

MASONRY OPENING
(TO MATCH EXISTING, TYP.)

NEW CLOSET DOORS

NEW DOOR

EXISTING STAIR TO
REMAIN

NEW DOUBLE HUNG WINDOW
(TO MATCH EXISTING TYP.)

REPLACED DOUBLE HUNG
WINDOW  IN EXISTING

MASONRY OPENING
(TO MATCH EXISTING, TYP.)

REPLACED DOUBLE HUNG
WINDOW  IN EXISTING

MASONRY OPENING
(TO MATCH EXISTING, TYP.)

1'-0"20'-10"

2'
-1

1"

14'-0"

3'
-0

"

7'
-1

"

14
'-6

"
5"

6'
-4

"

5"
3'

-3
"

2'
-1

0 
1/

2"
2'

-1
0 

1/
2"

2'
-3

"
2'

-3
 1

/2
"

3'-0"7'-5"

22
'-6

"

1'-0" 10'-8" 5"

5'
-1

0"

12'-1"5"10"5"3" 10'-1/2"

1'-0"34'-5 3/4"1'-0"

5"

24'-5"

5"

1 1

1

1

REPLACED DOUBLE HUNG WINDOW
IN EXISTING MASONRY OPENING
(TO MATCH EXISTING TYP.)

REPLACED DOUBLE HUNG WINDOW
IN EXISTING MASONRY OPENING
(TO MATCH EXISTING, TYP.)

ELEVATOR

S/C

NEW HARD WIRED SMOKE/CARBON
MONOXIDE DETECTOR

99

1
A-402

1
A-401

DN

36'-5 3/4"

PROPERTY LINE

ADJACENT BUILDING

A/1/A

A/1/A

BACK BEDROOM
010

VARIES

A/1/A

013

VARIES

FRONT BEDROOM

A/1/A
VARIES

VARIES

BACK
CLOSET

011014

FRONT
CLOSET

BATHROOM #2

- RELOCATED TOILET
- REPLACED BATHTUB
- RELOCATED LAVATORY
- NEW SHOWER
- NEW WALL & FLOOR TILES
- NEW 50 CFM MH FAN

015

A/1/A

BATHROOM #3
012

A/1/A
VARIESVARIES - RELOCATED TOILET

- NEW BIDET
- RELOCATED LAVATORY
- NEW TILED IN SHOWER
- NEW WALL & FLOOR TILES
- NEW 50 CFM MH FAN

S/CS/C

S/C
3'

-6
 1

/2
"

3'
-2

 1
/2

"
4'

-4
 1

/4
"

AREA: 173.8 SQ FT
LIGHT 36.7 SQ FT > 17.4 - 10% REQ.

AIR: 18.3 SQ FT > 8.7 - 5% REQ.
COMPLIES

AREA: 173.4 SQ FT
LIGHT 36.7 SQ FT > 17.3 - 10% REQ.

AIR: 18.3 SQ FT > 8.7 - 5% REQ.
COMPLIES

301

302

303

304

308

309

307

305 312

EXISTING FIREPLACE TO REMAIN

NEW CLOSET DOORS

NEW DOOR

EXISTING STAIR TO REMAIN

NEW DOOR

NEW HARD WIRED SMOKE/CARBON
MONOXIDE DETECTOR

306

NEW CLOSET DOORS

NEW CLOSET DOORSEXISTING SKYLIGHT TO REMAIN
NEW DOOR

EXISTING SKYLIGHT TO REMAIN

NEW HARD WIRED SMOKE/CARBON
MONOXIDE DETECTOR

NEW DOOR

14'-4 7/8"

1'-0"

14'-4 7/8"

12'-3 3/8"

5"

22
'-6

"

7'
-4

 3
/4

"
13

'-7
 3

/8
"

1'
-3

"
6'

-1
 3

/4
"

10'-8 1/2"

4'-10"3'-0" 2'-10 1/2" 5"

12'-2 3/4"

5" 4'-4" 6'-4 1/2"

10'-8 1/2"

5"

3 
5/

8"

3'-7 3/8"

2'-0 1/2" 4" 8'-0"

3"
2'

-1
0"

2'
-1

0"

2'
-8

" 3'
-6

"

7'-7 3/4"

11 5/8"

REPLACED DOUBLE HUNG
WINDOW  IN EXISTING

MASONRY OPENING
(TO MATCH EXISTING, TYP.)

1'-0"

3'
-0

 3
/4

"
3'

-0
 1

/4
"

3'
-1

 1
/4

"
2'

-2
 1

/2
"

1'-0"

3'
-9

"

1'-0"

REPLACED DOUBLE HUNG
WINDOW  IN EXISTING

MASONRY OPENING
(TO MATCH EXISTING, TYP.)

REPLACED DOUBLE HUNG
WINDOW  IN EXISTING

MASONRY OPENING
(TO MATCH EXISTING, TYP.)

13
'-5

"
7'

-2
"

2

1 1

1A

1A

2A

1A

PARTITION TYPE;
(SEE CONSTRUCTION DETAILS)

EXISTING CONDITIONS

SYMBOLS LEGEND

NEW PARTITION;
(SEE CONSTRUCTION DETAILS)

NEW HARD WIRED SMOKE/CARBON
MONOXIDE DETECTOR

S/C

ELECTRICAL PANEL

#

### DOOR TYPE

ELEVATOR

310

5'-8"

12'-3 3/8"5"1'-8 1/2"5 1/2"4'-9"5 1/2"1'-8 1/2"5"

2'-1 1/2"2'-1 1/2"

10
'-4

"
3'

-1
"

11'-8"

2'-5 1/2"

9'
-5

 5
/8

"

5"

3'-9"

5"

3"2'-10"12'-1"

10
'-4

"
3'

-1
"

2'-10 1/2"

4'
-1

"
8"

3'-7 3/8"

1'
-9

 3
/8

"

1

2'
-1

0"

4'
-7

 3
/8

"

4'
-7

 1
/2

"

11

1 1

NEW HARD WIRED SMOKE/CARBON
MONOXIDE DETECTOR

REPLACED DOUBLE HUNG WINDOW
IN EXISTING MASONRY OPENING
(TO MATCH EXISTING TYP.)

REPLACED DOUBLE HUNG WINDOW
IN EXISTING MASONRY OPENING
(TO MATCH EXISTING, TYP.)

REPLACED DOUBLE HUNG WINDOW
IN EXISTING MASONRY OPENING
(TO MATCH EXISTING TYP.)

99

1
A-402

1
A-401

4"

DETAILS ARE TO BE SUBMITTED TO

PROCEEDING WITH FABRICATION.
THIS OFFICE FOR APPROVAL BEFORE

SHOWN ON THESE DRAWINGS.  SHOP
DIMENSIONS AND CONDITIONS 
OF ANY VARIATIONS FROM THE 
THIS OFFICE MUST BE NOTIFIED OF 
AND CONDITIONS ON THE JOB, AND 
BE RESPONSIBLE FOR ALL DIMENSIONS
CONTRACTOR SHALL VERIFY AND
OVER SCALED DIMENSIONS.  
DRAWINGS SHALL HAVE PRECEDENCE
WRITTEN DIMENSIONS ON THESE

Drawn By:
Checked By:

Date:   

Date            Revision

Drawing No.:

Title:

Scale:
Project #:   

WRITTEN PERMISSION IS GIVEN
OR ANY OTHER PROJECT UNLESS
ARE NOT TO BE USED ON THIS
REMAIN HIS PROPERTY.  THEY
THE ARCHITECT ARE AND SHALL
COPIES THEREOF FURNISHED BY
DRAWING SPECIFICATIONS AND
ALL RIGHTS RESERVED.    ALL

Location : 

Seal: 

BY MICHAEL ZENREICH, AIA.

As Noted

13 BLEECKER STREET
NEW YORK, NY 10012

2013-97

03.09.2017

Tel.  (212) 242-7440

M I C H A E L    Z E N R E I C H ,  PC
A   R   C   H   I   T   E   C   T   
149  West  36 th  Street, 7th Floor
New York, N.Y.     10018

A-102.00

DG
MR

SECOND & THIRD FLOOR
CONSTRUCTION PLANS

1 SCALE: 3/8" = 1'-0"

SECOND FLOOR - CONSTRUCTION PLAN

2 SCALE: 3/8" = 1'-0"

THIRD FLOOR - CONSTRUCTION PLAN

7  of  11



PROPERTY LINE

ADJACENT BUILDING

EXTENT OF EXISTING ROOF

EXISTING SKYLIGHTS
TO REMAIN

NEW DUNNAGE FOR AC
SPLIT SYSTEM EXTRIOR UNIT.
REFER TO STRUCTURAL AND
MECHANICAL DRAWINGS

EXISTING ROOF
TO REMAIN

18'-2 7/8" 18'-1"

EXTENT OF EXISTING ROOF

22
'-6

"
1

A-402

1
A-401

DETAILS ARE TO BE SUBMITTED TO

PROCEEDING WITH FABRICATION.
THIS OFFICE FOR APPROVAL BEFORE

SHOWN ON THESE DRAWINGS.  SHOP
DIMENSIONS AND CONDITIONS 
OF ANY VARIATIONS FROM THE 
THIS OFFICE MUST BE NOTIFIED OF 
AND CONDITIONS ON THE JOB, AND 
BE RESPONSIBLE FOR ALL DIMENSIONS
CONTRACTOR SHALL VERIFY AND
OVER SCALED DIMENSIONS.  
DRAWINGS SHALL HAVE PRECEDENCE
WRITTEN DIMENSIONS ON THESE

Drawn By:
Checked By:

Date:   

Date            Revision

Drawing No.:

Title:

Scale:
Project #:   

WRITTEN PERMISSION IS GIVEN
OR ANY OTHER PROJECT UNLESS
ARE NOT TO BE USED ON THIS
REMAIN HIS PROPERTY.  THEY
THE ARCHITECT ARE AND SHALL
COPIES THEREOF FURNISHED BY
DRAWING SPECIFICATIONS AND
ALL RIGHTS RESERVED.    ALL

Location : 

Seal: 

BY MICHAEL ZENREICH, AIA.

As Noted

13 BLEECKER STREET
NEW YORK, NY 10012

2013-97

03.09.2017

Tel.  (212) 242-7440

M I C H A E L    Z E N R E I C H ,  PC
A   R   C   H   I   T   E   C   T   
149  West  36 th  Street, 7th Floor
New York, N.Y.     10018

A-103.00

DG
MR

ROOF
CONSTRUCTION PLAN

1 SCALE: 3/8" = 1'-0"

ROOF - CONSTRUCTION PLAN

8  of  11



A-201

X

FIN. THIRD FLOOR

T.O. EXISTING CORNICE

FIN. FIRST FLOOR
+4'-2" +/-

FIN. SECOND FLOOR
+14'-3" +/-

+25'-3" +/-

+35'-0" +/-

T.O. EXISTING ROOF
+39'-0" +/-

T.O. SIDEWALK
0'-0"

- 7'-0"
NEW FIN. CELLAR

13B 13A

T.O. GARDEN
-1'-3"

NEW STEEL ENTRY DOOR
W/ BULLET PROOF GLASS

NEW  W21 X 111 STEEL BEAM

NEW OPERABLE HOPPER WINDOWS
W/ 2" FRAME. GLASS TO BE DOUBLED
PANED SOUND PROOF GLASS

EXISTING BRICK FACADE
TO BE REPAIRED

NEW FIXED GLAZING WINDOWS
GLASS TO BE DOUBLED PANED
SOUND PROOF GLASS

NEW FIXED WINDOWS

EXISTING CORNICE TO BE SCRAPED,
PATCHED AND REPAIRED

REPLACED DOUBLE HUNG WINDOW
IN EXISTING MASONRY OPENING (TO

MATCH EXISTING, TYP.)

EXISTING DOWNSPOUT

MAIL SLOT

ADJACENT BUILDING

9'
-9

"
10

'-1
"

11
'-2

"
11

'-0
"

4'
-0

"

7'
-0

"
4'

-2
"

6'
-7

 1
/2

"
3'

-9
 1

/2
"

5'
-8

"
2'

-5
"

1'
-5

 3
/4

"
1'

-9
 1

/2
"

2'
-0

"
2'

-7
 3

/4
"

8'
-6

"

EXISTING HEADERS AND SILLS
TO BE CLEANED, PATCHED

AND REPAIRED, TYP.

PL PL

15
'-0

 1
/4

"

X

A-201

X

A-201

X

A-201

X

A-201

REPLACED DOUBLE HUNG WINDOW
IN EXISTING MASONRY OPENING (TO
MATCH EXISTING, TYP.)

EXISTING HEADERS AND SILLS TO
BE CLEANED, PATCHED AND
REPAIRED, TYP.

NEW FIXED METAL PANEL W/
RIGID INSULATION BEYOND

NEW 5"X5" STEEL COLUMN
BEYOND

REPLACED DOUBLE HUNG WINDOW
IN EXISTING MASONRY OPENING (TO

MATCH EXISTING, TYP.)

EXISTING HEADERS AND SILLS
TO BE CLEANED, PATCHED

AND REPAIRED, TYP.

NEW STEEL ENTRY DOOR
W/ BULLET PROOF GLASS

EXISTING ROOF TO REMAIN

ADJACENT BUILDING

DETAILS ARE TO BE SUBMITTED TO

PROCEEDING WITH FABRICATION.
THIS OFFICE FOR APPROVAL BEFORE

SHOWN ON THESE DRAWINGS.  SHOP
DIMENSIONS AND CONDITIONS 
OF ANY VARIATIONS FROM THE 
THIS OFFICE MUST BE NOTIFIED OF 
AND CONDITIONS ON THE JOB, AND 
BE RESPONSIBLE FOR ALL DIMENSIONS
CONTRACTOR SHALL VERIFY AND
OVER SCALED DIMENSIONS.  
DRAWINGS SHALL HAVE PRECEDENCE
WRITTEN DIMENSIONS ON THESE

Drawn By:
Checked By:

Date:   

Date            Revision

Drawing No.:

Title:

Scale:
Project #:   

WRITTEN PERMISSION IS GIVEN
OR ANY OTHER PROJECT UNLESS
ARE NOT TO BE USED ON THIS
REMAIN HIS PROPERTY.  THEY
THE ARCHITECT ARE AND SHALL
COPIES THEREOF FURNISHED BY
DRAWING SPECIFICATIONS AND
ALL RIGHTS RESERVED.    ALL

Location : 

Seal: 

BY MICHAEL ZENREICH, AIA.

As Noted

13 BLEECKER STREET
NEW YORK, NY 10012

2013-97

03.09.2017

Tel.  (212) 242-7440

M I C H A E L    Z E N R E I C H ,  PC
A   R   C   H   I   T   E   C   T   
149  West  36 th  Street, 7th Floor
New York, N.Y.     10018

A-201.00

DG
MR

PROPOSED FRONT
 ELEVATIONS

1 SCALE: 3/8" = 1'-0"

PROPOSED - FRONT ELEVATION

9  of  11



FIN. THIRD FLOOR

T.O. EXISTING CORNICE

FIN. FIRST FLOOR
+4'-2" +/-
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+14'-3" +/-

+25'-3" +/-

+35'-0" +/-

T.O. EXISTING ROOF
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