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South Storefront 2014 (same today) 
 
 

 Storefront 2nd Opening from South 
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Corner Storefront at North & Double Doors 
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c1940 
(Municipal 
Archives) 
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SECTION THROUGH FIXED GLAZING
Scale: 1" = 1'-0"3

3'
-1

 3
/4

"
9'

-1
 5

/8
"

3"
3 

1/
2"

1'
-6

 3
/8

"
5'

-3
 1

/2
"

3 
1/

2"
1'

-1
 7

/8
"

4"

WOOD LIGHT 
COVE

2"

3/4" SANDED
EXTERIOR
PAINT GRADE
PLYWOOD

EXISTING WINDOW
SILL

LED TAPE STRIP LIGHT
IN ALUMINUM EXTRUSION
W/ LENSE

7 
3/

4"

3/8"

3/8" THICK PIN
MOUNTED SIGN

WOOD LIGHT 
COVE PROVIDE
LED LIGHT IN AL.
EXTRUSION 

PROVIDE WEEP
HOLES IN LIGHT COVE
BOTTOM.

WOOD TRIM

FIXED PANEL TOP

EXISTING FLOOR
JOIST

EXISTING SUB FLOOR

NEW BATT INSULATION

SOUND DEADENING
MATERIAL

DRYWALL

EXISTING FLOOR

BOTTOM OF DOOR

SIDEWALK

EXISTING STEEL BEAM

WOOD BLOCKING

WOOD BLOCKING

4

A-105.00

PAINT COLOR #1 FACE ONLY

PAINT COLOR # 2

EXPANDED VEIW
Scale: 3" = 1'-0"4

EXISTING WINDOW 

EXISTING WINDOW SILL

WOOD TRIM / LIGHT COVE

EXISTING WALL CAVITY

EXTERIOR GRADE PLYWOOD

PIN MOUNTED SIGN

LED TAPE STRIP LIGHT
IN ALUMINUM EXTRUSION
W/ LENSE

WOOD LIGHT COVE TRIM
WITH WEEP HOLE FOR DRAINAGE

LED TAPE STRIP LIGHT
IN ALUMINUM EXTRUSION
W/ LENSE

EXTERIOR GRADE PLYDOOD
PAINTED

EXISTING STEEL BEAM

WOOD BLOCKING

TOP OF WINDOW
PANEL

FIXED PANEL

PAINTED WOOD TRIM
DRYWALL

WOOD TRIM

PAINT COLOR # 1 FACE ONLY

PAINT COLOR #2

170 BLEECKER STREET, 10/24/2017 Page 14

melweisblatt
Typewritten Text
THE SRA GROUP, LLC  (SHEET A-105.00)



SECTION THROUGH SULLIVAN CUSTOM DOOR
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Sullivan Street Typical Window Wall Section
Scale: 3" = 1'-0"9

6 X 6 GLASS BLACK

PAINTED
WOOD WINDOW
SILL

CLEAR INSULATED
DOUBLE GLASS

STOP

WOOD BLOCKING

WOOD TRIM

PTD WD 
HORIZONTAL MULLION

CLEAR INSULATED
DOUBLE GLASS

BRICK MOLD

BACKER ROD
& CAULK

STEEL PLATE

EXISTING
STEEL BEAM

EXISTING 
BRICK

WOOD BLOCKING

WOOD WINDOW
HEAD

CLEAR INSULATED
DOUBLE GLASS

CONCRETE CURB

BACKER ROD 
CAULKING

EXISTING FOUNDATION 
WALL

SIDEWALK

SIDEWALK
ALUMINUM THRESHOLD

PAINTED EXTERIOR
GRADE PLYWOOD

HORIZONTAL MULLION

CLEAR INSULATED GLASS                                     

BRICK
MOLD

EXISTING
BRICK

EXISTING
STEEL
BEAM

BACKERROD
AND CAULKING

WOOD BLOCKING

DOOR JAMB HEADCLEAR 
INSULATED
GLASS

Sullivan Street Door Wall Section
Scale: 3" = 1'-0"10

Door Wall Horizontal Section
Scale: 3" = 1'-0"11

BRICK MOLD

Horizontal  Window and Mullion Section
Scale: 3" = 1'-0"1

Horizontal Window Section Horizontal Mullion Section

PAINTED STEEL
TUBE 1" X 3" PROFILE

1/4" PAINTED STEEL 
LETTERS.

PAINTED STEEL 
CENTER PIECE 1/8"
THICK

1 X 1 STEEL BRACKET TO 
PLATE BEHIND FACADE

6 
1/

2"

1'
-1

0"

2'-1"

1'
-1

0"

1"
1"

1'
-8

"

3"3"

ELEVATION ELEVATION EDGE SECTION

BLADE SIGN DETAIL
Scale: 1 1/2" = 1'-0"14

170 BLEECKER STREET, 10/24/2017 Page 16

melweisblatt
Typewritten Text
THE SRA GROUP, LLC  (SHEET A-107.00)


	170 Bleecker LPC Presentation 10-12-17 (to LPC)
	170 Bleecker St Title and Existing Conditions 9-8-17 (2)
	Title page 8-2-17
	Existing Conditions 1 8-2-17
	Existing Conditions 2 8-2-17
	Existing Conditions 3 8-2-17
	Existing Conditions 4 8-2-17
	Existing Conditions 5 8-2-17


	170 Elevations final set LPC Cropped
	A-100.00-BLEEKER STREET ELEVATIONS
	Viewport-2
	NEW BLEEKER

	A-101.00-SULLIVAN ELEVATIONS
	2/A-100.00
	Viewport-3

	A-102.00-RENDERINGS
	A-103.00-EXISTING PROPOSED PLAN
	Viewport-5
	1/A-103.00

	A-104.00-SECTIONS AND DETAILS
	1/A101.00
	2/A101.00

	A-105.00-SECTIONS AND DETAILS
	3/A-102.00
	4/A-102.00

	A-106.00-SECTIONS AND DETAILS
	5/A-103.00
	6/A-103.00

	A-107.00-Sullivan door wna wall details
	Sullivan Window wall section
	Sullivan Door Wall Section
	Door wall horizontal section
	Viewport-4
	14/A-105.00





